
DCR SERIES SPECIFICATIONS  

SILENCED ROTARY SCREW 

 
 

MODEL 

FREE AIR DELIVERY  

@ 8 BAR  

L/S CFM 

MOTOR SIZE 
 

KW HP 

NOISE 

d(B)A  

DIMENSIONS 

L X W X H 

(mm)  

WEIGHT 

KG 

DCR 137.5 18.9 40 7.5 10 64 1160X 597 X 1034 210 

DCR 1311 27.4 58 11 15 64 1160 X 597 X 1034 230 

DCR 1315 35.1 74.5 15 20 65 1160X 597 X 1034 240 

DCR 18 48.6 103 18 25 69 1120 X 750 X 1092 375 

DCR 22 59.9 127 22 30 69 1120 X 750 X 1092 375 

DCR 30 79.8 169 30 40 69 1410 X 800 X 1500 605 

DCR 37 96.2 204 37 50 69 1410 X 800 X 1500 625 

DCR 45 129.7 275 45 60 74 1804 X 1100 X 1772 950 

DCR 55 162.8 345 55 75 75 1804X 1100 X 1772 1050 

DCR 75 202.9 430 75 100 75 1804 X 1100 X 1772 1250 

RECEIVER MOUNTED SILENCED ROTARY SCREW COMPRESSOR PACKAGES  
 
 

MODEL 

FREE AIR DELIVERY  

@ 8 BAR  

L/S CFM 

MOTOR SIZE 
 

KW HP 

NOISE 

d(B)A  

DIMENSIONS 

L X W X H 

(mm)  

RECIEVER 

SIZE 

(LITRES) 

WEIGHT 

KG 

DCR 137.5-RM 18.9 40 7.5 10 64 1450 X 597X 1634 216 305 

DCR 1311-RM 27.4 58 11 15 64 1800 X 597 X 1634 267 345 

DCR1315-RM 35.1 74.5 15 20 65 1800 X 597 X 1634 267 355 

¶ F.A.D. Air end delivery @ 8 BAR delivery pressure, suction temperature 20 degrees C. 
¶ Noise levels to UNI EN ISO 3744 
¶ Technical data conforms to +/- 5%. Pilot Air reserves the right to modification without notice for design and technical improvements. 
¶ Optional operating pressures available at 10 and 13 BAR. Contact Pilot Air or your authorised agent for details. 
¶ High standards ensure reliability and service life, however, a full coverage for 12 months and an additional 12 months on the air end 
     gives complete confidence. 

¶ For over 25 years Pilot Air Compressors has been meeting the needs of industry . Ask us about your requirements. 
 

NSW (HEAD OFFICE) 

02 9648 3099 

QUEENSLAND  

07 3279 1213 

VICTORIA 

1300 667 579 

SA 

1300 667 579 

WA 

08 9424 2800 
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ROTARY SCREW ROTARY SCREW   

AIR COMPRESSORSAIR COMPRESSORS   

7.5KW 7.5KW ðð  75KW75KW   

www.pilotair.com.au  
sales@pilotair.com.au  

www.pilotair.com.au  

 



THE RIGHT DIMENSIONS:  

Space is a considerable cost when  
considering a compressed air system.  
Compact dimensions result in saving 
valuable floor space. 

RIGHT NOISE:  

With ever increasing emphasis on  
environmental and workplace health 
and safety, low noise levels are  
becoming increasingly more important. 
The noise levels of the DCR series 
ranges fron 64 db (A ) to 75 db ( A ) 

THE RIGHT DESIGN:  

Direct coupled transmission and the 
unique EPS 4 controller ensures  
advanced technology and maximum  
simplicity 

THE RIGHT RELIABILITY:  

The DCR Series utilises high quality and 
oversized componentry to ensure the air 
compressor has a longer and trouble 
free life. 

THE RIGHT RANGE:  

Models available from 7.5 KW to 75 
KW offering maximum flexibility to 
meet your requirements. 

THE RIGHT SAVINGS:  

The DCR Series offer excellent price 
and quality, together with lower  
running costs. 

THE RIGHT ANSWER FOR YOUR  

COMPRESSED AIR NEEDS  

The DCR series of Pilot rotary screw compressors has all the 

right advantages to suit your compressed air system  

THE RIGHT FEATURES  

 

òEPS 4 CONTROLLERó 

The unique programmable controller features a digital  
display for maintenance, malfunction and machine status.  

 

òDIRECT COUPLED TRANSMISSIONó 

The direct coupled transmission allows a perfect alignment 
of the air end to the motor & offers high reliability and  

performance. This also means lower servicing costs with no 
drive belts to replace or tighten.  

òINBUILT PRE FILTER AND AUTO DRAINó 

The inbuilt pre filter protects against impurities  
in the intake air.  

Built in automatic condensate drain on  
18KW ï 75KW models ( optional on other models )  

òINBUILT ROTATION PROTECTIONó 

Damage to the compressor is avoided due to prevention of 
incorrect rotation.  

 

ALL MODELS FEATURE STAR -DELTA STARTER AS STANDARD  

 

 

INBUILT SAFEGUARDS  

 

¶ INCORRECT ROTATION 
 

¶ SINGLE PHASING 
 

¶ HIGH TEMPERATURE 
 

¶ HIGH PRESSURE 
 

¶ BOTH MAIN MOTOR  
& FAN MOTOR OVERLOADS  


